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Silicone Heater Hose Boyau de chaufferette en silicone

Cover: Blue heat and weather resistant silicone. Couvert: Silicone bleu résistant a la chaleur et aux
Reinforcement: Single ply polyester braid. conditions climatiques.
Tube: Red heat resistant silicone. Renfort: Un pli de fibre synthétiques. o
Applications: A high temperature heater hose used in Tube: Silicone rouge resistant  la chaleur.. S
hostile engine enviroments or other Applications: Fabrication de premiére qualité our g =
industrial applications where temperature chauffrettes ou des températures extréme & g
is a factor. Meets SAE J20E R3 class A. sont requises. SAE J20E R3 classe A. o X
Temp Range: -54°C to 177°C (-65°F to 350°F) Température: -54°C to 177°C (-65°F to 350°F) B o
Standard Length: 25/50ft Emballage: 25°/50° ? (%
ID oD WP/ BP Weight Part %
(inch) (inch) | 9H60 (PSI) Ib/ft Number
3/8” 0.689” 125/500 0.18 51794
1/2” 0.814” 110/450 0.24 51777
5/8” 0.939” 75/300 0.28 51663
3/4” 1.064” 75/300 0.34 51719
17 1.360” 60/200 0.46 51778
EPDM Heater Hose Boyau de chaufferette en EPDM
Cover: Black heat and weather resistant EPDM. Couvert: EPDM noir, résistant a la chaleur.
Reinforcement: Two spirals of synthetic textile. Renfort: Deux spirals de fibre synthétiques.
Tube: Black heat resistant EPDM. Resistant Tube: EPDM noir résistant a la chaleur et anti-gel.
to anti-freeze solutions.. Température: -40°C to 125°C (-40°F to 157°F)
Temp Range: -40°C to 125°C (-40°F to 257°F) Emballage: 50°
Standard Length: 50ft
ID OD Burst Pres. WT Part
(inch) (inch) (PSI) Ib/ft Number
5/8” 0.91” 250 0.26 5/8” BLK HEATER
3/4” 1.03” 250 0.30 3/4” BLK HEATER
1” 1.38” 175 0.40 1” BLK HEATER
Silicone Coolant Hose
Cover: Blue heat and weather resistant silicone.
Reinforcement:  Single ply polyester braid.
Tube: Red heat resistant silicone.
Applications: A high temp.erature beater hose used in D oD WP Burst Pres Part
hostllel engine enylronments or other (inch) | (inch) | (PSI) (PSI) Number
industrial applications where temperature orR 0875 70 3 50113
is a factor. Meets SAE J20E R3 class A. 3/4” 1.125” 150 375 50116
Temp Range: -54°C to 177°C (-65°F to 350°F) 7/8” 1.250” 130 325 50117
Standard Length: 4ft 1” 1.400” 125 300 50118
1-1/8” 1.525” 125 300 50119
1-1/4” 1.650” 115 275 50120
cfrioé 1 1N 138" | 1.775” 105 275 50121
Boyau de réfrigération en silicone s = o
Couvert: Silicone bleu résistant a la chaleur et aux 1-5/8” | 2.025” 85 225 50123
conditions climatiques. 13/ 4 2'150: 85 225 30124
Renfort: Un pli de fibre synthétiques. l;/g 2421(7)(5) 28 ;gg 2332
Tube: Silicone rouge résistant a la chaleur.. 2-1/8” 2.525” 75 175 50127
Applications: Fabrication de premiere qualité our 2-1/4” | 2.650” 75 175 50128
chauffrettes ou des températures extréme 2-3/8" | 2.775” 65 170 50129
sont requises. SAE J20E R3 classe A. ;éﬁ 5322 28 3(5’ 2313?
Température: -54°C to 177°C (-65°F to 350°F) AT 31507 0 35 0133
Emballage: 4 3 3.400” 55 100 50133
3-1/2” 3.910” 50 75 50134
* Peut ne pas étre un article courant / Peut exiger commande spéciale 47 44007 40 30 30138
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