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* May not be stock item / May require special order

Hot Air Blower Hose
Cover:		  Black corrugated heat and weather resistant 	
		  EPDM rubber.
Reinforcement:	 High tensile wire helix embedded 
		  between heat resistant textile cords.
Tube:		  Black heat resistant EPDM rubber 
		  specially compounded for continuous use 	
		  177°C (350°F)
Applications:	 For conveying hot air to tanks on dry bulk 	
		  material trucks.
Temp Range:	 -35°C to 177°C (-31°F to 350°F)
Standard Length: 10ft / 100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

Bend
Radius

WT 
(lb/cft)

Part
Number

3” 3.46” 100 21” 158 3” HOT AIR
4” 4.44” 100 28” 244 4” HOT AIR*

Boyau d’air chaude
Couvert:		 EPDM noir ondulé résistant à la chaleur et 	
		  condition climatiques.
Renfort:		 Fil d’acier en spirale de haute tension 	
		  enroulé de fibres synthétiques résistant à la 	
		  chaleur.
Tube:		  EPDM noir spécialement conçu pour une 	
		  température jusqu’à 177°C (350°F).
Applications:	  Refoulment d’air chaude pour les camions 	
		  citernes.
Température:	 -35°C to 177°C (-31°F to 350°F)
Emballage:	 10’ / 100’

Hot Tar and Asphalt
Cover:		  Black nitrile for maximum oil resistance.
Reinforcement:	 High tensile wire helix embedded 
		  between heat resistant textile cords.
Tube:		  Special heat resistant nitrile
Applications:	 Designed to handle tar, asphalt, hot oil and 	
		  other high temperature petroleum based 	
		  materials at temperature up to 177°C 	
		  (350°F)
Temp Range:	 -35°C to 177°C (-31°F to 350°F)
Standard Length: 5ft / 100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

Bend
Radius

WT 
(lb/cft)

Part
Number

2” 2.74” 150 12” 234 2” HOT TAR
3” 3.47” 150 18” 347 3” HOT TAR
4” 4.98” 150 24” 453 4” HOT TAR*

Boyau pour goudron chaud et d’asphalte
Couvert:		 Nitrile noir, résistant aux pétroles.
Renfort:		 Fil d’acier en spirale de haute tension 	
		  enroulé de fibres synthétiques résistant à la 	
		  chaleur.
Tube:		  Nitrile noir résistant à la chaleur.
Applications:	  Transfert d’asphalte, goudrons et autres 	
		  dérivés du pétrole à une température 
		  maximum de 177°C (350°F).
Température:	 -35°C to 177°C (-31°F to 350°F)
Emballage:	 5’ / 100’
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Concrete Pumper
Cover:		  Black abrasion resistant synthetic rubber.
Reinforcement:	 Four or six layers of steel braid wire.
Tube:		  Black abrasion resistant natural rubber.
Applications:	 Conducting plaster, grout, wet cement and 	
		  concrete at high pressure.
Temp Range:	 -35°C to 82°C (-31°F to 180°F)
Standard Length: 10ft multiples, max100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

Bend
Radius

WT 
(lb/cft)

Part
Number

4” 5.12” 600 36” 525 4” BOOM

Pompage de béton
Couvert:		 Caoutchouc synthétiques noir resistant à 	
		  l’abrasion.
Renfort:		 Quatre ou six brins d’acier.
Tube:		  Caouthchouc noir resistant à l’abrasion.
Applications:	 Diriger le plâtre, le mastic, le beton et le 
		  ciment trempe at haute pression.
Température:	 -35°C to 82°C (-31°F to 180°F)
Emballage:	 multiles de 10’ max 100’

Sandblast Hose 
Cover:		  Black static conductive rubber.
Reinforcement:	 Two layers of synthetic cord.
Tube:		  1/4” black static conductive abrasion 	
		  resistant natural rubber.
Applications:	 For conducting sand, steel shot and other 	
		  abrasives for blast cleaning.
Temp Range:	 -35°C to 82°C (-31°F to 180°F)
Standard Length: 25/50/100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

WT 
(lb/cft)

Part
Number

1/2” 1.063” 150 49 1/2” SAND
3/4” 1.500” 150 72 3/4” SAND
1” 1.875” 150 106 1” SAND

1-1/4” 2.156” 150 125 1-1/4” SAND
1-1/2” 2.375” 150 143 1-1/2” SAND

Décapage au sable
Couvert:		 Caoutchouc synthétiques noir resistant à 	
		  l’abrasion 
Renfort:		 Deux plis de fibres textile synthétique.
Tube:		  Caouthchouc naturel noir, 1/4” d’épaisseur  	
		  résistant à l’abrasion et conducteur de la 	
		  statiques.
Applications:	 Nettoyage général de décapage au sable et 	
		  autres matière abrasive.
Température:	 -35°C to 82°C (-31°F to 180°F)
Emballage:	 25’/50’100’

Premium Sandblast Hose 
Cover:		  Black static conductive rubber.
Reinforcement:	 Two layers of synthetic cord.
Tube:		  1/4” black static conductive abrasion 	
		  resistant natural rubber.
Applications:	 For conducting sand, steel shot and other 	
		  abrasives for blast cleaning.
Temp Range:	 -35°C to 82°C (-31°F to 180°F)
Standard Length: 50/100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

WT 
(lb/cft)

Part
Number

1/2” 1.063” 150 50 1/2” SANDBLAST
3/4” 1.500” 150 74 3/4” SANDBLAST
1” 1.875” 150 109 1” SANDBLAST

1-1/4” 2.156” 150 127 1-1/4” SANDBLAS*
1-1/2” 2.375” 150 146 1-1/2” SANDBLAS

Décapage au sable prémier
Couvert:		 Caoutchouc synthétiques noir resistant à 	
		  l’abrasion 
Renfort:		 Deux plis de fibres textile synthétique.
Tube:		  Caouthchouc naturel noir, 1/4” d’épaisseur  	
		  résistant à l’abrasion et conducteur de la 	
		  statiques.
Applications:	 Nettoyage général de décapage au sable et 	
		  autres matière abrasive.
Température:	 -35°C to 82°C (-31°F to 180°F)
Emballage:	 50’100’
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Industrial Vacuum Hose -  SBR Tube 
Cover:		  Black corrugated abrasion resistant rubber.
Reinforcement:	 Two high tensile steel helices and spirals 	
		  of synthetic yarn.
Tube:		  3/64” SBR rubber.
Applications:	 A rugged flexible heavy duty vacuum 	
		  hose designed for demanding industrial 	
		  use.
Temp Range:	 -35°C to 82°C (-31°F to 180°F)
Standard Length: Multiples of 10ft, max 100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

Bend
Radius

WT 
(lb/cft)

Part
Number

1” 1.25” 200 6” 33 1” IND VAC *
1-1/4” 1.50” 200 8” 46 1-1/4” IND VAC *
1-1/2” 1.75” 180 9” 53 1-1/2” IND VAC *

2” 2.32” 140 12” 81 2” IND VAC
2-1/2” 2.80” 110 15” 100 2-1/2” IND VAC *

3” 3.31” 90 18” 127 3” IND VAC 
4” 4.41” 70 24” 205 4”IND VAC
5” 5.39” 80 30” 291 5” IND VAC *
6” 6.46” 70 36” 481 6” IND VAC *
8” 8.45” 50 46” 690 8” IND VAC *

Boyau d’aspiration industriel - tube SBR
Couvert:		 Caoutchouc noir resistant à l’abrasion , 	
		  ondulé pour plus de flexibilité.
Renfort:		 Deux Fil d’acier en spirale de haute 
		  tension enroulé de fibres synthétiques.
Tube:		  3/64” SBR.
Applications:	 Un boyau d’aspiration flexible et robuste 	
		  conçu pour l’usage industriel exigeant..
Température:	 -35°C to 82°C (-31°F to 180°F)
Emballage:	 Multiples de 10’, max 100’

Tan Bulk Material Hose 
Cover:		  Tan corrugated for flexibility, non marking.
Reinforcement:	 High tensile wire helix embedded 
		  between textile cords.
Tube:		  Tan smooth abrasion resistant, 3/16” 
		  thick rubber (FDA approved).
Applications:	 For transfer of dry non-oily abrasive 
		  materials such as sand, limestone, plastic 	
		  pellets, sugar, corn, etc. under pressure or 	
		  vacuum.
Temp Range:	 -35°C to 82°C (-31°F to 180°F)
Standard Length: 100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

Bend
Radius

WT 
(lb/cft)

Part
Number

2” 2.64” 75 10” 168 2” TAN BULK
2-1/2” 3.11” 75 14” 224 2-1/2” TAN BULK*

3” 3.66” 75 16” 274 3” TAN BULK
4” 4.69” 75 22” 356 4” TAN BULK
5” 5.71” 75 32” 456 5” TAN BULK
6” 6.73” 75 37” 540 6” TAN BULK*

Manutation “ Tan Bulk”
Couvert:		 Caoutchouc beige, ne laissant aucune 
		  tache, ondulé pour plus de flexibilité.
Renfort:		 Fil d’acier en spirale de haute tension 	
		  enroulé de fibres synthétiques.
Tube:		  Caouthchouc naturel beige 3/16” 
		  d’épaisseur. (apprové FDA).
Applications:	 Aspiration et réfoulement de matières 
		  abrasive en vrac non-huilés, sable, granules de
		  plastiques et sucre.
Température:	 -35°C to 82°C (-31°F to 180°F)
Emballage:	 100’
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180AR Rubber Suction
Cover:		  Black corrugated SBR rubber.
Reinforcement:	 Rigid black PVC helix.
Tube:		  Black abrasion resistant, static conductive
		  synthetic rubber.
Applications:	 Suction and discharge of dry material such
		  as sand, crushed rock, cement etc. Suitable 	
		  for full vacuum.
Temp Range:	 -40°C to 70°C (-40°F to 158°F)
Standard Length: multiples of 5ft , max 100ft

ID
(inch)

OD 
(inch)

WP 
(PSI)

Bend
Radius

WT 
(lb/cft)

Part
Number

1-1/2” 1.82” 45 2.0” 31 1-1/2” 180AR
2” 2.35” 40 2.6” 56 2” 180AR

2-1/2” 2.87” 35 2.6” 71 2-1/2” 180AR*
3” 3.50” 35 2.8” 98 3” 180AR
4” 4.63” 30 4.3” 166 4” 180AR
5” 5.63” 30 5.2” 247 5” 180AR
6” 6.73” 30 9.2” 308 6” 180AR
8” 9.04” 30 15.0” 565 8” 180AR

Boyau d’aspiration 180AR
Couvert:		 SBR noir, ondulé.
Renfort:		 Fil de PVC rigide.
Tube:		  Caouthchouc noir uniforme résistant à 
		  l’abrasion.
Applications:	 Aspiration et refoulement de produits 
		  abrasive, sable, poudre de ciment, et poussière 	
		  de roches.
Température:	 -40°C to 70°C (-40°F to 158°F)
Emballage:	 Multiples de 5’, max 100’

ID
(inch)

OD 
(inch)

WP 
(PSI)

Bend
Radius

WT 
(lb/cft)

Part
Number

4” 4.69” 30 5.5” 177 4” 180HR
6” 6.77” 30 9.8” 350 6” 180HR
8” 9.13” 30 15.0” 610 8” 180HR

180HR Rubber Suction
Cover:		  Black corrugated EPDM rubber.
Reinforcement:	 Steel helix.
Tube:		  Black abrasion resistant, static conductive
		  synthetic rubber.
Applications:	 Suction and discharge of dry material such
		  as sand, crushed rock, cement etc. Suitable 	
		  for full vacuum.
Temp Range:	 -40°C to 70°C (-40°F to 158°F)
Standard Length: multiples of 5ft , max 100ft

Boyau d’aspiration 180HR
Couvert:		 EPDM noir, ondulé.
Renfort:		 Fil d’acier.
Tube:		  Caouthchouc noir uniforme résistant à 
		  l’abrasion.
Applications:	 Aspiration et refoulement de produits 
		  abrasive, sable, poudre de ciment, et poussière 	
		  de roches.
Température:	 -40°C to 70°C (-40°F to 158°F)
Emballage:	 Multiples de 5’, max 100’
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